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Test Lahig): = .
Material Description: 81240 1005 Poly Single Jersey “LIET.IE-"TI'
170 pfo®, 580" Beport #1 148381
[Fabric __X Non-Fabric {check one) Adddress: 3202 34th Street
WValley, AL 36854
Lt #:
Manufacturer: |Contact Person:
Alan Lightholder
Color: Dhate Tested:
Orange 418105
REQUIRED TESTS icont}
Pass/
TestMethod Seclion  [ANSIISEA 107 Requirement Test Besult Fail/
NA
Bursting Strength {Knitted) T4.1 267N (60 1h) (27.2 kg) 129 Ih Pasa
ASTM D 3T87-01
Tear Resistance (W owven) T42 L3N (31b) (1.3 kg)
ASTM D 1424-96 Averape forece machine NA
Average foroe tmss—mm;:hinel NA
Ereathabdlity T.6
ASTM E96-00 Procedure B 600g/m%24 hr microporous NA
ASTM E96-00 Procedure BW 3600 m¥24 hr hydrophilic NA
[TESTED AS CARE LABEL DICTATES
Pass/
Test/Method Seclion |ANSIISEA 107 Reguiremeni Test Resnli Fail/
NA
IColorfasiness T23 Color change 4.5 NA
Domestic Laundry Tabled  (Staining 30 Acetate: NA
AATOC 61-2001-2A |Cottomn: MNA
1207 F Mylon: NA
Polyvester: NA
Acrylic: NA
Wonl: NA
Colorfastness T.23 Color change 4.5 NA
Commercial Laandry Tahle 4 Staining N Mcetate: MA
AATOC 61-200 -3A [Cotton: NA
1607 F Mylomn: NA
Polyester: NA
Acrylic: NA
Wouol: N
IColorfasiness T.23 Color change 4.5 50 Pass
Domestic Laundry Table 4  [Staining i0 Acetate: 40 Pass
AATOC 61-200H -2A [Cotton: 4.5 Pass
105* F Mylon 335 Pags
Polyester: 4.5 Pass
Acrylic: 45 Pass
Woal: 4.5 Pags
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Test Labisk: =
Material Description: CSI240 100% Poly Single lersey w
170 Em‘, 58607 Beport #1 148381
[Fubric __X Non-Fabric {check one) Address: 3202 34th Street
Valley, AL 36854
Lot #;
(Manufaciorer: [Comntact Person:
Alan Lightholder
Color: Dhate Tesied:
Orange 411805
TESTED AS CARE LABEL DICTATES (comt)
Pass/
Test/Methaod Seclion  |ANSIISEA 107 Reguiremeni Tesl Result Fail/
NA
|Colorfastmess T.23 Color change 3.0 a0 Pass
Water Tahle 4 Staining N ] Mcetate: 50 Pass
AATOC 107-2002 [Cotton: 50 Pass
Nylon 5.0 Pass
Polyester: 50 Pass
Acrylic: 3.0 Pass
Wool: 50 Pass
[Colorfasmess 7.3 [Fading 4.0 NA
Hypochlorite Bleaching Tahle 4
AATOC GL-200H -4 A
|Colorfasinass 723 Fading 4.0 30 Pass
Hypochlorite Bleaching Tahle 4
AATOC 61-2000-5A
[Colorfasiness 123 Color change 4.5 50 Pazz
Haoi-pressing Table 4 [Staining 30 5.0 Pags
AATOT 133- 10040
|Colorfastness T.23 Color change 4.0 NA
Iy cleaning Tahle 4
AATOC 132-2001 B _
Dimensional change TA1 [Woven 131 Cycle
Commercial L+~ 4% W - 2% Length = MA
AATOC - 1500 Widih = NA
IMz-A andfor B 145 F
Hh Cycle
Length = NA
Width = NA
Knit
L+ T% W - 5% 181 Cyele
Length = NA
Width = NA
Sh Cycle
Length = Na
Widih = NA
Water Resistance ] | gram of water penetration NA
AATOC 352K Level 1
‘Water Besistance T.5 200 cm Min new N
|AATOC 1271998 200 cm Min. after 5 washings NA
Water Repellence 7.5 W new NA
AATOL 22200 T after 5 waghings MA
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Test Lab(s): wﬁ
Material Description: C51240 100% Poly Single Jersey
170 ., 58607 K #1 148381
[Fabric __X Non-Fabric {check oney Address b Streed
Valley, AL 36854
Lot #
Manufaciurer:
i ‘ Mun Lightholder
Color: Date Tested:
Crange

CIE 1931 (x,y) Chromaticity Diagram

0.400

0.390

0.380

0.370

0.360

0.350

0.340

0.330
0.450 0.500 0.550 0.600 0.650 0.700

—— Orange-Red Coordinates —=— Original —— After 40 AFU




